




3. Turn lock ring clockwise 
until tight.

5. Fill tube with material 
to be homogenized. 
 

6. Fully insert tube into 
the tube holder, cap side 
down. The tube will snap 
into place.

WARNING: The 7 mL Tube Carriage should not be operated at speeds in 
excess of 6 m/s. Effective processing can be achieved at speeds from 4-5 
m/s for most applications. At speeds above 6 m/s, tubes could be ejected 
from the tube carriage.
WARNING: Do not process frozen samples as this would lead to tube ejection.
TUBE COMPATIBILITY: Only use Biotage 7 mL tubes. 
The 7mL Tube Carriage has been optimized for this tube geometry. 

4. Ensure lock mechanism 
is fully engaged. 
WARNING: Lock mechanism must be  
secured entirely in the locked position.

Unlocked

Locked



NORTH AMERICA

Main Office: +1 704 654 4900

Toll Free: +1 800 446 4752

Fax: +1 704 654 4917

Order Tel: +1 704 654 4900

Order Fax: +1 434 296 8217

ordermailbox@biotage.com

Support Tel: +1 800 446 4752

Outside US: +1 704 654 4900

us-1-pointsupport@biotage.com

Part Number: UI369

© 2017 Biotage. All rights reserved. No material may be reproduced or published without the written permission of Biotage.  
Information in this document is subject to change without notice and does not represent any commitment from Biotage. E&OE.  
A list of all trademarks owned by Biotage AB is available at www.biotage.com/legal. Other product and company names mentioned 
herein may be trademarks or registered trademarks and/or service marks of their respective owners, and are used only for 
explanation and to the owners’ benefit, without intent to infringe.


